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.

HEAT TRANSFER OVER THE CIRCUMFERENCE OF A HEATED

CYLINDER IN TRANSVERSE FLOW

By” Ernst Schmidt and Karl Wenner
,.

SUMMARY

A method for recording the local heat-transfer coeffi-
cients on bodies in flow was developed The’ cylinder sur-
face was kept at constant temperature by the couden~ation of
vapor except for a narrow strip which is heated separately
to the same temperature by electricity. The heat-transfer
coefficient at each point was determined from the electric-
“neat output and the temperature increase. The distribution
of the heat transfer along the circumference of cylinders
was recorded over a range of Reynolds numbers of from 5000
to 426,000. Tne pressure distribution was measured at the
same time. At Reynolds numbers up to around 100,000 high
maximums of the heat transfer occurred in the forward stag-

nation.point at 0° and on the rear side at 180°, while at
around 80° the heat-transfer coefficient on both sides of
the cylinder behind the forward stagnation point manifested
distinct minimums. Two other maximums occurred at around

115° behind the forward stagnation point between 170,000
and 425,000. At 426,000 the heat transfer at the location
of these maximums was almost twice as great as in the for-
ward stagnation point, and the rear half of the cylinder
diffused about 60 percent of the entire heat, The tests
are compared with the results of other experimental and
theoretical investigations.

INTRODUCTION

While the following measurements on the distribution
of the heat ,transfer along the circumference of cylinders
had been made by the machine laboratory of the Danzig

.— ———..—
=Armeahgabe ~ber den Umfang eines angeblasenen geheizten
Cylinders. ll Forschung auf den Gebiete des Ingenieurwesens,
vol. 12, no. 2, March-l!pril 1941, pp. 65-73.

.
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Technical Institute .in 1935-36, their publication had
been held in abeyance pending their extension to still
higher Reynolds nuinlers. Meanwhile Krujilin (reference 1)
in 1S38 published similar m“easureaents’ at about the same
Reynolds numbers the results of wcich are qualitatively
in agreement with our own experiments. He” too o%servcd
at high Reynolds numbers the markedly defined maxinum of
tl~c heat transfer at 1100 to 120° behind the forward stag-
nation point. But quantitatively there are considerable
discrepancies. At Re = 39,500 his reported heat transfer
in the forward stagnation point is 30 percent greater
than in our tests and at Re = 425,000 it is 35 percent.
His values are too high by about the same amounts compared
to the measurements of all the other observers whose
averages are in good agreenent with ours. The calculation
of the neat transfer in the forward stagnation point of
cylinders by Squire (unpublished but mentioned in lllviodern
IIevelopments in Fluid’ Dynamicsll vol. .2, Oxford, 1938,

P= 631) is also in agreement wit-n our experiments,

TEST METHOD AND EXPERIMENTAL LAYOUT

“A fixed mall of area F and temperature tw trans-

mits ‘oy conduction and convection on air with the temper-
ature t~ neasured at sufficient distance from the wall

,,.
in unit time the heat volume

Q = aF(tu - tL) (1)

where

a heat-transfer coefficient

On a cylinder of diacleter d heated transversely
by air uith velocity w the beat-transfer coefficient

a depe~ds, besides the Reynolds number Ile = Td/v of
the flow, on the loco.tion”of the particular area on the
cylinder circumference.

Introducing the hea,t-transfer coefficient in non-
dimensional form as Nusselt nuuber NU = ad/h, where
A is the thermal con.duotance of air, itiaffords a
tcla-tian of the form

.,
..

.

-1



NACA Technical Memorandum No. 1050 3..
. ..’ .

Nu = f(Re,(p) (2)
. . .. .
if O+ is the angle -count’ed‘fror.lthe forwar”d stagnation
point’ charact-eriz”ing the position of the heat-diffusing
surface particle on the tube circumference.

. .

Neftner the shape nor the temperature of the cylinder
surface nust be subjected to a perceptible variation during
the measurement of the local heat -diffusion, so as not to
di’sturb the field of velocity and temperature. The follow-
ing method wa,s therefore employed: The major portion of,
the heat-diffusing surface of the hollow brass cylinders
was kept at a constant temperature of 100° by internal
heating with vapor of atmospheric pressure, except at one
place (fig. 1). where a strip of the surface was removed— . .

1. and replaced by a tilick, hollow copper bar heated inter-
nally by electricity. This heating element was insulated
by an air layer bounded by polished metal surfaces. The
surfaces of the heating element and vapor-heated cylinder
meet at the cylinder ccircumfer ence to within a clearance
of alout 0.3 millimeter in width, which is coated with
‘oakelite lacquer so that no interruption of the smooth
cylindrical surface occurs.

Tigure 2 is a perspective sectional view of the
design; a is the heating element in form of a hollow,
rectan{fular copper 13arr housing the heating coil b.
The thermocouples c soldered to the heating element
pass through pipe d to the outside. The heating element
is so su-pported ~in box e by means” of the pe~tinax straps
a. as to leave between both an isolating air space boundkd
by polished metal surfaces. The surface tempera.turb of
the vapor-heated cylinder part is measured at four points
g in tubing h along the circutiference, soldered from
the inside to the cylinder wallb Tho tubing h ,passes
through the vapor chamber to.a hole in the cylind~r by “’
means of which the pressure distribution along the cir- .
cumference can be determined. !Ch6 vapor for heating the
cylinder is fed through tube i in such amounts that
always an exces~ flows off through pipe k - into a con-d “
densat.or. to prevent air from entering the vapor chamber, .

..’
The, electric heating of the copper har is so ad-

justed that it @ssumes the same temperature as the vapor:
h.ea-tedc“y.linder-portion.. The. temperatures mere recorded’”
with soft-soldered manganin-constantan thermocouples of
0.3 millimeter in diameter by m~ans of a Wolff compensator
according to Jliesselhorst., ,Four to six thermocouples

L -.
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each were employed on both. the -copper bar and the cylinder.
Originally all temperatures ”were measured against one cold
junction, but later on only the difference between the
cylinde-r and the copper bar was determined for simplicity,
where, in view of the small difference in this range the
.cali:o,qation curve of the thermocouples could be regarded as
a“ Straight line with a slope 0.0~126° C at 0.001 millivolt.
i%e air temperature was measured by a heat-resistant ther-

mometer inserted laterally in the jet; it ranged between

20° and 26°” C in the different tests and in one test was
constant to O.1O.

The heating element can be turned as indicated in
figure 1 through any desired angle w in respect to. the..
flow direction by turning the.whole tube about ‘its axis
and..a g-qaduated disk. By turning the “tube the pressure
test station of tuling h is moved with it and supplies
the pressure distribution p ““‘over. tkie circumference,
The output of the heating element ascertained- with pre-
cision ammeter and voltmeter gives the” heat transfer of,
the p,art of the cylinder surface occupied by it. Half. .
the area of the ‘small gap filled with ,bakelitm between\---
heating element and cylinder is counted as” ‘hea-ting surface.

.’..

The cylinder with the heating element was mounted
ipri~ht in the air stream of a rectangular “nozzle of
500 ~illimeters in width and 250- millimeters in heieht,
and placed in the partition wall of two rooms of 3 by 5
‘and 6 by4. square meters floor space. and 3 meters in
height, A Betz ventilator with diffuser~’in a second
opening of the same wall pushed the air ‘from the larger
into the smaller rocm from Thich it was returned through
the nozzle into the first. St~lling surfaces assured
disturbance-free air flow into the nozzle, In an earlier
study with the same nozzle arrangement Hilpert (reference

-2’) proved that the employed nozzle’gives an air stream of -
%ery uniform- veloci%y distribution. The flow veloo~ity
could be varied between 2.and 33 met”ers Per seeond..by.
means o; the ventilator-. To ~ssure a fairly :constant air

●“-’stream-with respect to’ time, the ventilator was driven
from two separate storage batteries, ohe feeding the field,
the other the armature. By adding an appropriate number of

.,. cells to- the aimatuie battery the rotational speed in the
“armature circuit could be varied within Tide limits with-

: out variabl.,e rheostat ~nd .%ep,t,very c-o.nstant,
... .

,? .~~~e.,qirspqed ’.vas.determined from }he ’pressure- dif-
fer~nce of the tvo ‘rtioms l!~fore and behind the noz,qle and
also with a Prandtl pitot tube:
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The pressure distribution on the c“ylinder circum-
ference was determined by the cited orifice of 1 milli-
meter, the static pressure p. in undisturbed flow and

the equivalent pressure “of the te-st chamber, respectively,
into which the jet entered, serving as reference pressure.
The pressures mere recorded With a m~cromanometer filled
with XY101, calibrated by means of a Levy-type pressure
_balance (reference 3’), and supplemented at high pressures
by an Askania water-c’olumfi minimeter.

. . . .

EXPERIM~NTA~ CYLINDERS

The cylinders were 50, 1.00; and 250 millimeters
in diameter. The dimensions of the heating elements are
appended in table I. The 50-millimeter cylinder was
fitted in the nozzle with its axis parallel to the 60Cl-
millimeter long nozzle edge; but in one test with Re =
3290 it stood upright, that is, parallel to the short
edge of the nozzle.

End disks of 250-”millimeter d“iameter inserted
perpendicular to the axis on the cylinder removed the
disturbing effect of the cylinder ends on the flow.
The 100- and the 250-millimeter cylinder were mounted “
with their axis at right angles to the longitudinal
edges of the nozzle. The 600-millimeter long exit
edges of the nozzle were lengthened by flat plates of
cardboard through which the ends extended into the test
cylinder. The distance from cylinder axis to nozzle-
exit openin~ amounted to 165 millimeters on the 50-
millimeter cylinder and to 360 ailJimeters on the two
others. Figure 3 ‘is a photograph of the setup showing
the nozzle a and the 100.m,illimeter cylinder b.
Directly below, the electrically heated boiler for pro-
ducing the vapor is indigated as thick cylintler c
wrapped ‘in aluminum foil,

An estimate of’t~le effect of the end disks per-
pendicular to the axis of the tube on the basis of the
Blasius equation for laminar-b~undary-layer thickness
on a flat plate gave at the lowest airspeed a thickness
of 0.75 centimeter. Since the ends of the heating eie-
ments were always about 50 millimeters from the ond disks,
its effect duo-esnot extend as far as the heating clement.

—
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. .
TESTING PROCEDIJZIE AND EVALVAT-ION

.. ..

. .

After an initial run of the motor and..~fter the air
stream had become ‘constant’with respect to time, the heat
output of the copper bar was regulated so that its tem-
perature in the steady stat-e was the same as that of the
vapor-heated portion of the cylinder surface, To save
time, small but co”nstant temperature variations up to

*0.4° were at times tolerated during the adjustment,
The small thermal interchan.gd Q% involved between
“nesting bar and vapor-heated surface was obtained by
special calibration tests and applied as correction.

The amount of heat-diffused by radiation

‘as = eCsP[(Tw/K.@4 - (T+OO)4]

must be deducted from the electrically measured heat
output Qg.

1’ radiating surface, that is, the heat-diffusing
surface of the copper lar inclusive of half the
bakelite-coated clq~rance space in square meters

, ..

Cs = 4.96 kilocalories per square’ meter per hour (deg K)*,
the radiation factor of the absolutely black body

c emission ratio of the polished copper surface, which
with consideration of -the more radiating h“alf of.
the” clearance space was appraised at 0.10 “

,2
w

= 273° + 100°, temperature a.t the surface

T~ = 273° + 24°, surrounding temperature

Table II contains the effective quantities of the
radiating surfaces of the heating bars a~d the values
of the radiation-diffused. heat quantities Qs for the

different tubes. .

‘Allowance for the corrections Q, and Qg, ,the
absolute values of which range at small Re between
O and 4 percent, at large Re between O and 3 percent
of the heating performance, affords the heat transfer
d = Qg-Q#& of the heating element and thus the

heat-transfer coefficient according to equation (l).

.. -—-—. . . . . . -. ___.- ..-, .,, ... .. . . ....,,.- .,, ,-
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The airspeed follows froin w = ~~%where”
Ap (kg/m~) is the pressure difference between .pressur-e .
and sucit,ionspace before and behind the nozzle, g=
9.81 meters per second per second, the gravitational
acceleration, and Y (kg/m3) the specific gravity of air.
In table III the individual values of the readings and
the results computed :there_from are given for a test on
the 100-millimeter cylinder at Re = 39,800. (P-Po is
d~ffe’rence of pressure p at locat’ion ~ of the tube ‘ -
circumference and of the static pressure p in “undis--
tUr”Ced air Stream.) ‘ o

The principal data of the tests are collected in
table IV. The calculation cf ifu and Re was base-d
on the planim-etered average values of A = 0.0241
kilocalories per meter per hour per degree Centigrade
and v = 19.4 X 10-6 square meters per second between
24° and 100° C.

RESULTS OF TESTS

In figures 4 to 6 the dimenSiO1llesS Nu obtained
( from the experiments are shown plotted against the angle

v for different Rc. Starting from the stagnation point
the heat-transfer coeffici~nt drops to a distinct minimum
close before cp = 90° and ti~cn rises again, which is so
to much higher values as Re is greater..

It is to be noted that tile test points give the local
average value of a over the width df tho heating bar.
.Hence at places ”whore the heat-transfer coefficients plot-
ted against CIY have a minimum, the curve of the local “
heat-transfer-.coefficient must extend below the measured
values andvice versa.

.,

The peculiar distribution is even plain6r in the
polar diagrams of figure 70 At arouhd cp =*115° dis-
tinct maximums of the heat transfer occur for Reynolds
numbers above 200,000, and which at Re”= 423,000” are
almost twice as high as in the stagnation point. On -
the rear of the cylinder at qI = 180° the heat-transfer
coefficients for Reynolds numbers-of from 25,000 to ‘
426,000 arc greater than in tho forward stagnation
point. -
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. .

These phenomena ~ere not known at the time of our ‘ - .
experiments, since measurements of this nature-”at such
large Reynolds numbers mere up to then unavailable, al.
though Krujilin had pubIished similar results in 1938 . ..

.

(reference 1).

In general, the measurements were limited to half
the cylinder circumference; but as a check on the sym-
metry several check measurements of the heat transfer .
and the pressure distribution were carried out over the
entire circumference without, however, manifesting azy
substantial differences hetmeen both halves.

The pressure distribution at different Re mess- ‘
ured on the heated tube is given in figure 8. The
miniuum of the pressure distribution lies before the
minimum of the heat-transfer coefficient indicated wit.11
u lit ~e between 180,000 and 400,000, that is, inrein”
the so-called critical-resistance region in which the
marked drop of the resistance coefficient occurs, the
kno~n strong pressure minimum is seen at cp

o
closely

“DC1OT 90 ● The very small low pressure at the back is
probably attributable to the insufficieilt width of the ,
jet compared to tube diameter. The jet is to some ,ex-
tent sylit” by the cylinder. ,,.

. .

Interesting parallels are obtained when tho distri-. .
bution of the heat-transfer coefficient is compared with. ..
measurements of the shear-stress distribution on the mall
of a circular cylinder as made by Fage and Talkner (refer-- -
ence 4) =vith a Stanton-type exploring tube. Besides the.’ .
‘heat-transfer distribution together with the corresponding.~ L
pressure distribution by our measurements at Re = 426,000, -
that is, in the post-critical region, figure .9 shows a . . ‘..
shear-stress distribution by Yage and Falkner at Re,=
168,000, but with turbulence grid in the flo~ before the
test cylinder. The peculiarity of the shear-stress:’curve
indicates that through the turbulence grid a critical: or .~ ‘ ~
post-critical flow form has been attain’ed even at, the
stiil comparatively small Reynolds number. For the rest : .
the curve is less in.tcresting quantitatively” thafi . , : . :; ‘
qualitatively.. . ,. ,,,.:-r,..,,

,-, ...-....
The minimum of the heat-trans”fe~ coefficient agrees. ‘

~ith the minimum of the frictional iritensi”ty-+hich accord- . ...
ing to Fage and Falkncr is also indicated in the pressure-
distribution curve by an inflection point. Near this
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inflection, they concluded, a transition from Iaminar to
turbulent flow takes place in the boundary “layer; The
o%served second maximum of the heat-transfer coefficient,
at ar’oun.d cp = 115°9 appears too in the shear-stress-
distribution curve as second maximum. Obviously the,
cause of both effects is a common one: - Through the tur-
bulent interchange of momentum the boundary layer behind
the place of the minimum .is newly accelerated. Not until
the, second maximum has been reached does the orderly
boundary-layer flow cease and the boundary layer separate
from the flow.

COMPARISON WITH OTHER DATA

Various measurements of other observers on the dis-
tribution of the heat transfer at Re = 39,600 are com-
pared in figure 10 with the data of the present report at
Re = 39,800, that is, practically for the same Reynolds
number.

In closest agreement with our experiments are the
measurements of Small (reference 5) who measured the
temperature gradient in a layer of a poor heat conductor
inserted as sector in the tube with a thermopilec But
the peak of his curve at q.a is most unlikely. His
measurements do not go to such high Reynolds numbers as
ours . The experiments of Drew and Ryan (reference 6)
and of Klein (reference 7) are less reliable. The test
method of ~ohrisch- (reference “8) who inferred the heat
transfer from the absorption of ammonium is afflicted
with even greater sources of error. Krujilints. curve
(reference 1) lies considerably above all others. The
cause. ot th’ese departures is likely to be found in the

. roughness of his tubes of porcelain and cast iron, alt-
hough in the face of meagerness of data of this report
it can only be surmised.

Plotted against the Reynolds number, figure 11 shows
the percent of heat transfer apportioned to the back of
the tube. At Re = 5000 this share amounts to only 30
percent, at .Re = 54,000 t“o 50 percent, and at still
higher Reynolds numbers it rises to around 60 percent,
Even in the critical range of Reynolds number where the
resistance of the tube is considerably lower as a result
of the reduction of the negative pressure at the back,
the proportion of the back to the heat transmission re-
mains large.
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The measured distribution. curves give, when planim-
@tered, the average heat-transfer coefficients of the
entire tube. On comparing the so-obtained values with
Hilpertls carefully executed experiments (reference 2)
they are found to lie a little above at Reynolds numbers
of less than 105, These differences are attributable to
tile inevitably greater measuring errors associated with
our method. Possibly the joint between copper bar and
tube, in spite of being carefully coated, introduced a
small disturbance of the flow and hence a slight increase
in heat transfer.

Squire theoretically conputed the heat-transfer
coefficient in the forward stagnation point of a cylinder

aild arrived at the forinula ]J~ = 1.01 &z. A comparison
of his result (straight line) with our measurements is
given in figure 13. The agreanent is exceptionally ‘good.

INCREASE! OF HEAT TRANSFER THROUGH INCREASING

TURBULENCE OF TLOW

Prandtlls observations of the eff’ect of a disturbance
of flow”at the front by an “interference wiret’ on the re-
sistance of spheres sug<ested the use of such wires here
also.

Figure 14 shows tile variation ‘of the heat transfer
caused by two straight brass wires 1.5 millimeters in
diaineter fitted on both sides of the stagnation point at
q = *77.5c’. The heat diffusion is reduced at the front
hut raised on the back. At the location of the wire a
steep jag occurs which in part is due to the greater
turbulence and in part to the cooling:fin action of the
good heat-conducting quality of the wire. One izterost-
iilg feature of til~ curves is that at
nlaxim-J.111is alrea,ly indicated,

v = *115° the local
‘,vi~ichat ‘nigher Reyrlolds

i;umbers occurs at’ t~lis place as a resalt of boundary–layer
turbulence. The increase at the back exceeds the decrease
at tile,front so that on the whole tile interference wire
increases the heat. transfer. “Figure 15 shows the effect
of t’ne,interference ~ire on the pressure distribution.
Planim6try of the curves with consideration of the direc-
tion of the forco at the surface of the ‘cube results, of
courso, in an incrcasc of the resistance of the tube
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through the interference wire in contrast to Prandtl
tests on spheres. So far these experiments have not__
%een extended to a sufficient range of Reynolds numbers;
or else he”at-transfer distributions would ‘have been pre-”
sumably reached at relatively low Reynolds nu’mbers as
they occur at the smooth pipe only at high Reynolds
numbers .

H13AT TRANSFER AT ‘THE FRONT OF FLOW PROFILES

In order.to secure some reference data on the heat ‘
transfer at the front of stream profi,les with the exist-
ing test setup the 100-millimeter cylinder was faired at
the back as illustrated in figure 16. The parallel arcs
touch with their apex the tube at ~ = *900, This appefid-
age modifies the heat transfer at the front very little;
it drops a little at the stagnation point, but for 45°
to a-t)out85°: it ‘is most ‘iikely increased as a result
of the facilitated flowoff. o

Translation by J. Vanier,
National Advisory Committee
for Aeronautics.
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TABLE I

DIMENS1ONS OX HE-LYING ELEMENTS

.———-—- ——.—- . —-.

Nlm,- Cylinder 1. Width
ber diameter

Length “

(mm) (mm) (deg) (mm)

I “’ 50 4.7 10.8 200
2 100 12,5 14.3 160
3 250 1,2.5 5.81 160

. . .

TABLE 11

HEAT RADIATION

——

Cylinder ~:~~-:3eating bar”
diameter

(mm) , (cm~) (kcal/hr)
. . . .—

.r

—.
50 9=5 0.050

100 20.1 .115
. 250 .20,1 ,115. .

——. —-——

,. . . .

.,. . . . . .

13

I . ---- ----- ----. —



Time

~2.40
22.55
23.20
23.26
24.10

.42
1.20
1.30
2.06
-----

2.25
3.15
3.30
4.00
J.lo

-

Angle

(d~g)

o
20
40
60
70
80
a5
90

100
110
120
140
160
170
lgc)

Pres-

sure
gra-
dient

AP

kg/m2

3.62
3.62
3.62
----
3.62
3.62
3.62
-----

3.62
3.62
3.62
-----
3.62
3.62
3.62

Pres-
sure
at

L+30°-cp

P-PO
:kg/m2;

-2 ● g~
-3.06
-2 ● gz
-2.69
-2.66
-2.66
-2.61
=2.69
,-2.90
-3 ● 11
+*71
:-0.21

I2*53
3.41
3.61

‘i’fL3LNIII

SINGLE TEST SERIES .
[Cylinder d= 100mRl]

Air lTemper~ Total i Correctionfor
~emper; ature
ature 1 in-

crease

+

tL At!

(deg C)(deg C;

20.3 -0.06
20.3 -y?
2oc6 .23
20.6 .15
20.7 ] .06
20.7
20.7

- 20.7
20.7
----

io.7
20.6
20,6
20.6
20.6

.11

.06
-.19

‘0’

Average values:
b = 755.4 mmHg, barometric pressure

AP = 3.62 kg/m?, pressure difference,

heat Icrmluc-
outputt tion

Q

?
Qz

kcal hr)(kcal/hr:

T
7.610 0.025
7.360 .155
6.940 -,095
5*575 -.065
4.100 -.025
2.160 -.045
2.120 -.025
2.530 .Ogo
3.420 0
----- -----
4.2p~ -.105
~.yo I .035
6.690 .175
7.685 -.070
7.g25 .025

Re .
Nu =

pressure suction space (AP = l/2pliro2) A=
w= 7.73 m/see, airspeed
t= = gg.gj” C, cylinder temperature v=

(vapor temperature)

radia-
tion

Qs
kcal/hr)

-0.115
-.115
-.115
-.115
-.115
-.115
-.115
-.115
-.115
-----
-.115
-.115
-.115
-.115
-.115

39,800
141

Heat
output’

c

kcal/Y,r:

7.520
~.400
6.740
5.395
3.960
2.Oclo
l.ggo
2.495
3,305
-----

4.035
5.3Q0
6.750
7.500

7*735

0.0241 kcal/hr m~C, therm~

46.4
42.2
jj.g
24.9
12.6
12.4
15*7
20.g
----
25.3

33*3
42.7
47.0
4~.7

ence ‘ co effi~ I

cient
t~-‘tL a

deg C)l~l<cd
h~hr°C )

79.5 47.1

79*3
79*5
79*4
79.2
79.2
73.2
78,9
79.1
----

79,4
79.1
7gb8
79.4
79.2

f.
195
193
175 .
140
103
52.1
51.6
65,j
86.1
--—

105
139
177
195
202

.i

conductanceof
air between 24” md 100” C

19.4x lQ-6ma/see, kinematic viscosity
of air between 246 and 100° C



I

——

Baro-
metric
pres-
sure

b

(mm Hg)

——
741
729
744
760

757
755
756
;:;

747
747
741
748

. —--- .-.. _.. ----.-—
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TABLE IV

PRINCIPAL TESTS

Specific
weif#ht
of air

Y

(kg/m3)

—.—
1.15~
1.146
1.156
1.18!3

1.174
l.l~g
1.189
1.U3u
1.~g6

1.171
1.170

T-:--Azr= Reynolds ~ Nussel~ numler
speed Inumber

.—

I Front

––---l-- -l———.—..——
/3.23/ 23.,200 ; 111

13.2 : 53,920 ; 136
20.5 { 52,800 174
3.+ “~,290 ‘

I

33.0 \ 170,000
-7.73/ jg,goo
12.5 ‘ 64.,45c)

3.02 15,550
19.7 101,300

3.04, 39,200
7.91! 102,000

1.153 2@.o \ 257,600 , ~12
b26,000 ! 5961.167 i 33.1 ,————— — ——.---.—

71

342
1.46
199

2%

139
z46

———
BacklAver-

age

T

—.—

NURI Nu

1
I

—— I
77 ii;:

117
171 I
32.1~1::.b

15

Average
heat
transfer
coef-
ficient

(*C) 0
———.

;:.3

gj
24.7

425 3g4 93
134 1141 53.g
193 ;196 , 47.2

lgm2
2$ i~~t I 64

97 llg 11.8
220 :233 I 22.5
~31 472 :;.6
g26 ,711 ,
———.—— —- .—-

.
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w .—.—.. * o
.

i\

I ‘\ 1

Figure l.- Section through test

Flgs~ 1,2,3

—
cylinder with–heating

element.

Figure 2.- Test cylinder. a - heat-
ing element, b - heating

coil, c - thermocouples, d - pipe
through which the thermocouples pass,
e- -box, f - pertinax insulating
straps, g - tubing for measuring cir-
cumferen~ial temperature, h - t~bing
for measuring pressure, i - vapor -
feed pipe, k - vapor discharge pipe.

T

i
I
I

I

Figure 3.- Experi-—
mental

set-up. a - rectang-
ular nozzle, b -
test cylinder, c -
steam boiler.

-i. _
–-—__——.—--- -- . . .—..-.——. . .. . . .,.—..,. ., . ,
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Figs. 4,5,6

Figure 6.- Heat transfer
distribution

across the cylinder cir-
cumference for different
Reynolds numbers. a=zsornrn;
U= .C)97NU.
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Figure 7.- Typical heat trans-
fer distribution

curves in the polar diagram.
Curves (1) and (2) in the pre-
critical resistance zone,
curves (3) and (4) in the
critical resistance zone,
curve (5) in the post-criti-
cal resistance zone, (in a
given case, end of critical
range) . The curves are recorded
on one side and symmetrically
transferred to the other side.

.
1

08 - . Ae- 3WVtd-7&7mm
● ,, 7?IMW,,, llw ,,
. “ .?.5?m,~ 250*

as—

aq

az

Figure 8.- Pressure distribution “ ~\
.. curves for different p-~

Reynolds nymbers. p - p. = in- ~P‘i-o~ #
crement of pressure at tube sur-
face over static pressure p. in

-0s

undisturbed flow with velocity -a8
W. and densityp . -w

-22
\.

-24 \>J
-260to ~. to ~. m 720w m 7aP
m P

Figure 9.- Distribution
of Nusselt

number Nu and pressure
P - ‘o at Re = 426,0cxI
l/2Pwo2
and distribution of skin

%-frictionpwo at Re =

168,000with turbulence
grid (according to Fage
and Falkner) over the
circumference of a
cylinder.



NACA Technical Memorandum No. 1050 Figs . 10,11,12,13

E
’70

M w~
50 / -

.W /%-

a- / d 9d-5al?lm—
●m.

20 8*M.

70
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5 m”.? Wf 2
dllm Re5

Sd

Figure 11. - Proportion of
back to the

total heat transfer.

Figure 10. - Comparison of test
data for Re = 3~800

with other observers.
●

Figure 13.- Heat trsnsfer co-
efficient in the

forward stagnation point of
the cylinder. (Solid line
represents Squire’s theoret-
ical solution.)

m

.w

w

m

Nu ZM

m

50
w

5 w’ z 3?5* 23f9Wrmm Re

47mi.+tl+l+l

Figure 12.- Comparison of
the average

heat transfer coefficient
for the total cylinder
circumference with Hil-
pert!s curve. ,.,.

.

1-
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~50
m“ 1

w o++.d-m.

350 ● WJfhoutmferference wxe ) ,
0 Wifhderference wire

/

.

+++w+—h#+————l

n
o 30 # ; )w %$0 I@

Figure 15.- Effect of inter-
ference wire on

pressure distribution.

_Cthcu@C~mUer /

250

Mu

Zlv
/ V

700

so

o .30 69 ; L?Q 150 w

Figs. 14,15,16

Fimre 14.- Effect of inter-
ference wire at

~= 77.5° on-heat-trmsfer.

10

as

#&

-05

-%0

d

I. 9W/Yhw//>ierferen&ew/r<
oWifhinterference wre

\, }

v ‘w

?75

30 60 w 720 750 m“
m v

Figure 16.- Effect of fairing
at back on heat

transfer at front of cylinder.
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